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ROL

Ê Rol 600

Ê Rol 900

Ê Rol 1200

Ê In-Rol 600

Ê In-Rol 900

Ê In-Rol 1200

SIBEL Lighting - Molenweg 81 - 3520 Zonhoven - Belgium
www.sibellighting.be - info@sibellighting.be - +32 (0)11 288 130



Ё66

Installazione
Installation
Installation
Instalación

Terra - Parete
Ground - Wall
Sol - Mur
Suelo - Pared

Materiali
Materials
Materiali
Materiales

Materiale Corpo: Alluminio | Tipo di diffusore: Vetro | Trattamento: Anodizzazione
Material: Aluminium | Diffuser type: Glass | Treatment: Anodization
Matériel du corps: Aluminium | Type de diffuseur: Verre | Traitement: Anodisation
Material del cuerpo: Aluminio | Tipo de difusor: Cristal | Tratamiento: Anodización

Alimentazione
Power supply
Alimentation
Alimentación

220-240 V

Versioni
Versions
Versions
Versiones

DALI | Cavo Alimentazione: 0,15 m H07RN-F 3x1
DALI | Power cable: 0.15 m H07RN-F 3x1
DALI | Câble d'alimentation: 0,15 m H07RN-F 3x1
DALI | Cable de alimentación: 0,15 m H07RN-F 3x1

ROL  NEW

ROL 
600

ROL 
900

ROL 
1200

C
O

LO
U

R
S

Black Anodized Alluminium

Scopri la gamma
Discover the range
Découvrez la gamme
Descubre la gama
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LED

W LM REAL LM COL. CODE *

34	 4125	 3130 ĎõĮ220-240ĮV LL156060ÈÄ

34	 4125	 3130 ĎõĮ220-240ĮV DALI LM156060ÈÄ

* Complete the CODE È OPTIC  S | 30°  M | 50°  E | 12 X 35°  W | Wall-washer    Ä LED COLOUR  N | 4000K  3 | 3000K  2 | 2700K

Predisposto per doppio ingresso alimentazione.  |  Double cable entry at the back.  |  Préparé pour une double alimentation.  |  Preparado para doble entrada 
de alimentación.

NEW

IP 66 
IKĮ10Į20JĮxx9ĮČó

82 3 
1/

4"

78
3 1/8"

606

23 7/8"

Rol 600

LED

W LM REAL LM COL. CODE *

50	 6090	 4620 ĎõĮ220-240ĮV LL156090ÈÄ

50	 6090	 4620 ĎõĮ220-240ĮV DALI LM156090ÈÄ

* Complete the CODE È OPTIC  S | 30°  M | 50°  E | 12 X 35°  W | Wall-washer    Ä LED COLOUR  N | 4000K  3 | 3000K  2 | 2700K

Predisposto per doppio ingresso alimentazione.  |  Double cable entry at the back.  |  Préparé pour une double alimentation.  |  Preparado para doble entrada 
de alimentación.

NEW

IP 66 
IKĮ10Į20JĮxx9ĮČó

78
3 1/8"

82 3 
1/

4"

906

35 5/8"

Rol 900

LED

W LM REAL LM COL. CODE *

66	 8120	 6160 ĎõĮ220-240ĮV LL156012ÈÄ

66	 8120	 6160 ĎõĮ220-240ĮV DALI LM156012ÈÄ

* Complete the CODE È OPTIC  S | 30°  M | 50°  E | 12 X 35°  W | Wall-washer    Ä LED COLOUR  N | 4000K  3 | 3000K  2 | 2700K

Predisposto per doppio ingresso alimentazione.  |  Double cable entry at the back.  |  Préparé pour une double alimentation.  |  Preparado para doble entrada 
de alimentación.

NEW

IP 66 
IKĮ10Į20JĮxx9ĮČó

82 3 
1/

4"

1206

47 1/2"

78
3 1/8"

Rol 1200
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Accessori  |  Accessories  |  Accessoires  |  Accesorios

Connettore maschio/femmina 4 poli ON-OFF

Accessorio IP66/IP68 per la connessione di due prodotti in serie on-
off. Adatto per cavo ø7/13,5.

4-pin male/female connector ON-OFF
Accessory IP66/IP68 for connecting two products in series on-off. Suitable 
for ø7/13.5 cable.

Connecteur mâle/femelle à 4 broches ON-OFF
Accessoire IP66/IP68 pour connecter deux produits en série on-off. Convient 
pour un câble ø7/13,5.

Conector macho/hembra de 4 polos ON-OFF
Accesorio IP66/IP68 para conectar dos productos en serie on-off. Adecuado 
para cable ø7/13,5.

Col. Code

LB156001

672 5/8"

24 
1"

672 5/8"

Connettore maschio/femmina 5 poli DALI

Accessorio IP66/IP68 per la connessione di due prodotti in serie 
DALI. Adatto per cavo ø7/13,5.

5-pin male/female connector DALI
Accessory IP66/IP68 for connecting two products in series DALI. Suitable for 
ø7/13.5 cable.

Connecteur mâle/femelle à 5 broches DALI
Accessoire IP66/IP68 pour connecter deux produits en série DALI. Convient 
pour un câble ø7/13,5.

Conector macho/hembra de 5 polos DALI
Accesorio IP66/IP68 para conectar dos productos en serie DALI. Adecuado 
para cable ø7/13,5.

Col. Code

LB156002

672 5/8"

24 
1"

672 5/8"

Connettore femmina + Tappo chiusura fine linea ON-OFF

Accessorio non incluso nei prodotti Rol e In-Rol. Adatto per 
cavo ø7/13,5.

Female connector + End cap ON-OFF
Accessory not included in Rol and In-Rol products. Suitable for ø7/13.5 
cable.

Connecteur femelle + Couvercle d'extrémité ON-OFF
Accessoire non inclus dans les produits Rol et In-Rol. Convient pour un câble 
ø7/13,5.

Conector hembra + Tapa ON-OFF
Accesorio no incluido en los productos Rol e In-Rol. Adecuado para cable 
ø7/13,5.

Col. Code

LB156003

732 7/8"

24 
1"

Connettore femmina + Tappo chiusura fine linea DALI

Accessorio non incluso nei prodotti Rol e In-Rol. Adatto per 
cavo ø7/13,5.

Female connector + End cap DALI
Accessory not included in Rol and In-Rol products. Suitable for ø7/13.5 
cable.

Connecteur femelle + Couvercle d'extrémité DALI
Accessoire non inclus dans les produits Rol et In-Rol. Convient pour un câble 
ø7/13,5.

Conector hembra + Tapa DALI
Accesorio no incluido en los productos Rol e In-Rol. Adecuado para cable 
ø7/13,5.

Col. Code

LB156004

1003 7/8" 23
7/8"
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FEATURES

Dimensioni disponibili.
Available sizes.
Tailles disponibles.
Tamaños disponibles.

Led ad alta potenza
High-power LEDs.
LED haute puissance.
LED de alta potencia.

1200

1200

900

900

600

600

IN-ROL

ROL
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Vetro antigraffio.
Scratch-resistant glass.
Verre anti-rayures.
Cristal resistente a los arañazos.

Staffe di fissaggio regolabili.
Adjustable fixing brackets.
Supports de fixation réglables.
Soportes de fijación ajustables.

FEATURES
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R
O

L 600

Vetro antigraffio.
Scratch-resistant glass.
Verre anti-rayures.
Cristal resistente a los arañazos.
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R
O

L 1200
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R
O

L 900
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S 30° ROL 900 50W

M 50° ROL 900 50W W WALL-WASHER ROL 900 50W

E 12° X 35° ROL 900 50W

LUX
500,00
150,00
50,00
25,00
10,00
0,00

FEATURES

Fasci luminosi 
Light beams
Faisceaux lumineux
Haces luminosos

1m1m

0,5m

1m1m

0,5m

1m1m

0,5m

1m1m

1m
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M 50° IN-ROL 900 50W W WALL-WASHER IN-ROL 900 50W

LUX
150,00
50,00
25,00
10,00
0,00

Fasci luminosi
Light beams
Faisceaux lumineux
Haces luminosos

S 30° IN-ROL 900 50W E 12° X 35° IN-ROL 900 50W

1m1m

0,5m

1m1m

0,5m

1m1m

0,5m

1m1m

1m
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Ё67

Installazione
Installation
Installation
Instalación

Terra
Ground
Sol
Suelo

Materiali
Materials
Materiali
Materiales

Materiale Corpo: Alluminio | Tipo di diffusore: Vetro | Trattamento: Anodizzazione
Material: Aluminium | Diffuser type: Glass | Treatment: Anodization
Matériel du corps: Aluminium | Type de diffuseur: Verre | Traitement: Anodisation
Material del cuerpo: Aluminio | Tipo de difusor: Cristal | Tratamiento: Anodización

Alimentazione
Power supply
Alimentation
Alimentación

220-240 V

Versioni
Versions
Versions
Versiones

DALI | Cavo Alimentazione: 0,8 m H07RN-F 3x1
DALI | Power cable: 0.8 m H07RN-F 3x1
DALI | Câble d'alimentation: 0,8 m H07RN-F 3x1
DALI | Cable de alimentación: 0,8 m H07RN-F 3x1

IN-ROL NEW

IN-ROL 
600

IN-ROL 
900

IN-ROL 
1200

C
O

LO
U

R
S

Black Anodized Alluminium

Scopri la gamma
Discover the range
Découvrez la gamme
Descubre la gama
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LED

W LM REAL LM COL. CODE *

34	 4125	 3130 ĎõĮ220-240ĮV LL156160ÈÄ

34	 4125	 3130 ĎõĮ220-240ĮV DALI LM156160ÈÄ

* Complete the CODE È OPTIC  S | 30°  M | 50°  E | 12 X 35°  W | Wall-washer   Ä LED COLOUR  N | 4000K  3 | 3000K  2 | 2700K

NEW

IP 67 
IKĮ10Į20JĮxx9 
ĉ2000ēČó

605

23 7/8"

65
2 1/2"

66 2 
5/

8"

In-Rol 600

LED

W LM REAL LM COL. CODE *

50	 6090	 4620 ĎõĮ220-240ĮV LL156190ÈÄ

50	 6090	 4620 ĎõĮ220-240ĮV DALI LM156190ÈÄ

* Complete the CODE È OPTIC  S | 30°  M | 50°  E | 12 X 35°  W | Wall-washer   Ä LED COLOUR  N | 4000K  3 | 3000K  2 | 2700K

NEW

IP 67 
IKĮ10Į20JĮxx9 
ĉ2000ēČó

905

35 5/8"

65
2 1/2"

66 2  
5/

8"

In-Rol 900

LED

W LM REAL LM COL. CODE *

66	 8120	 6160 ĎõĮ220-240ĮV LL156112ÈÄ

66	 8120	 6160 ĎõĮ220-240ĮV DALI LM156112ÈÄ

* Complete the CODE È OPTIC  S | 30°  M | 50°  E | 12 X 35°  W | Wall-washer   Ä LED COLOUR  N | 4000K  3 | 3000K  2 | 2700K

NEW

IP 67 
IKĮ10Į20JĮxx9 
ĉ2000ēČó

1205

47 1/2"

652 1/2"

66 2 
5/

8"

In-Rol 1200
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Accessori  |  Accessories  |  Accessoires  |  Accesorios

Armatura da incasso In-Rol 600

Recess box In-Rol 600

Armature à encastrer In-Rol 600

Caja de empotrar In-Rol 600

Col. Code

LB156060 608

23 7/8''

101
4''

12
8

5'
'

Armatura da incasso In-Rol 900

Recess box In-Rol 900

Armature à encastrer In-Rol 900

Caja de empotrar In-Rol 900

Col. Code

LB156090 908

35 3/8''

101
4''

12
8

5'
'

Armatura da incasso In-Rol 1200

Recess box In-Rol 1200

Armature à encastrer In-Rol 1200

Caja de empotrar In-Rol 1200

Col. Code

LB156012 1208

47 1/2''

101
4''

12
8

5'
'

Connettore maschio/femmina 4 poli ON-OFF

Accessorio IP66/IP68 per la connessione di due prodotti in serie on-
off. Adatto per cavo ø7/13,5.

4-pin male/female connector ON-OFF
Accessory IP66/IP68 for connecting two products in series on-off. Suitable 
for ø7/13.5 cable.

Connecteur mâle/femelle à 4 broches ON-OFF
Accessoire IP66/IP68 pour connecter deux produits en série on-off. Convient 
pour un câble ø7/13,5.

Conector macho/hembra de 4 polos ON-OFF
Accesorio IP66/IP68 para conectar dos productos en serie on-off. Adecuado 
para cable ø7/13,5.

Col. Code

LB156001

672 5/8"

24 
1"

672 5/8"

Connettore maschio/femmina 5 poli DALI

Accessorio IP66/IP68 per la connessione di due prodotti in serie 
DALI. Adatto per cavo ø7/13,5.

5-pin male/female connector DALI
Accessory IP66/IP68 for connecting two products in series DALI. Suitable for 
ø7/13.5 cable.

Connecteur mâle/femelle à 5 broches DALI
Accessoire IP66/IP68 pour connecter deux produits en série DALI. Convient 
pour un câble ø7/13,5.

Conector macho/hembra de 5 polos DALI
Accesorio IP66/IP68 para conectar dos productos en serie DALI. Adecuado 
para cable ø7/13,5.

Col. Code

LB156002

672 5/8"

24 
1"

672 5/8"
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